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INTRODUCTION 
The aircraft-derivative gas turbine a s  a stationary 
ground-based prime mover has achieved a spectacular 
record in its short history of 13 years. During October 
1960, in a remote Kentucky gas compressor station 
located on Possum Trot Ridge, Columbia Gulf Trans­
mission Company commenced operation of the proto­
type unit for base load industrial duty. The 10,500 
BHP gas turbine package, made up of a Pratt and 
Whitney Aircraft modified J-57 plus a Cooper-Bessemer 
RT48 free power turbine, was utilized to drive a cen­
trifugal pipeline booster to compress 10 tons of natural 
!Jas per minute from 750 PSIG to 950 PSIG through a 
24-inch diameter pipeline. 
At that time, the prototype program was primarily 
intended to demonstrate that an aircraft-derivative gas 
turbine could operate a period of 8000 hours without 
requiring major maintenance. Aircraft J-57 engines 
were operating 1400 hours between overhauls and only 
a field prototype experience could prove the integrity 
of seals, bearings, and auxiliary components. It was a 
high risk adventure and perhaps the first major attempt 
to translate aircraft technology to industrial uses. It is 
interesting to reflect that no comparable attempt was 
made to translate aircraft reciprocating technology to 
industrial applications in the years prior to the advent 
of the aircraft jet engine. 
DEFINITION 
This paper will be directed only to industrial base· 
load applications of aircraft-derivative gas turbines, and 
their requirements. No attempt will be made to describe 
the peaking power generation or the marine markets, 
although very sizable segments of the overall gas turbine 
industry, carry unique requirements and experiences. 
Base load applications are those calling for a very 
high utilization factor. There are 8760 available hours 
13 
in the average year and typical base load utilization 
involves operation of equipment between 7500 and 8760 
hours per year over the project life. 8000 hours per year 
would be typical of gas or oil pipeline operation whereas 
8700 hours per year \\·ould be typical of chemical or 
refinery operations. In all cases, the product being 
handled has a high market value and the user selects 
equipment that will be highly reliable and available for 
use in his system. To minimize scheduled plant down· 
time, the "base load" used will also select equipment 
that requires a minimum of inspection and major main­
tenance. Typically, the user will specify equipment 
requiring inspections on an annual basis with major 
maintenance after three years of operation. 
Manufacturers. in turn, must carefully rate their 
equipment to sati�fy the user requirements. Turbine 
inlet temperatures, operating speeds, and materials must 
be optimized to achieve the longlife criteria. Generally, 
the rating for industrial service approximates an aircraft 
engine in the "cruise" condition. The "take-off" ratings 
for an aircraft engine are seldom used in the base load 
application due to the high maintenance trade-off. Com­
monly, this reserve power is utilized for the emergency 
or "peaking" power generation application, where high 
specific output is desired for infrequent periods of 
operation. 
The jet gas turbine consists of two major com­
ponents-an aircraft-derivative gas generator and a free 
power turbine. The gas generator serves as a producer 
of gas energy or gas horsepower. It is derived from an 
aviation gas turbine engine in that fuel system and 
control modifications are made to burn applicable indus­
trial fuels, and design innovations are incorporated to 
insure the required long-life characteristics in the ground­
based environment. Typically, it serves to raise com­
bustion gas products to conditions of 30 PSIA and 593° 
C. (1100° F.) at the exhaust flange. 
The free power turbine serves to convert the gas 
energy to mechanical rotative energy or brake horse­
power. Closely coupled to the gas generator by a transi­
tion duct, the power turbine expands the gas generator 
combustion products through one or two turbine stages 
and the residual gas energy is exhausted to atmosphere. 
The rotative power produced in the power turbine is 
then available for mechanical couplings to the driven 
equipment. The power turbine is not aircraft derived 
and is generally designed and manufactured by the pack­
age supplier. 
The package supplier becomes the prime contractor 
in furnishing the complete jet gas turbine, which includes 
as well the baseplates, oil systems, fuel and governing 
systems, and control panels for operation and protection 
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Figure 1. let gas turbine-schematic of equipment arrangement. 
(see equipment schematic, Figure l). The equipment 
and auxiliaries are then factory assembled and mechan­
ically tested as a package prior to delivery to the instal­
lation site. 
COMPETITION 
The entry of the jet gas turbine for base-load use 
was not simply a matter of demonstrating a successful 
prototype unit. Conventional or "heavy-duty" stationary 
gas turbines were designed shortly after World War II 
and had been introduced into base-load service in the 
early 1950's. A great deal of operating experience in 
a variety of applications had been accomplished prior 
to initiation of the jet gas turbine concept. The early 
heavy-duty gas turbine design philosophy largely was 
an extension of stationary steam turbine designs. Since 
weight and space restrictions were not important param­
eters, design characteristics included heavy wall casings 
split on horizontal centerlines, sleeve (hydrodynamic) 
bearings, large diameter combustors, thick airfoil sections 
for blades and stators, and large frontal areas. Overall 
simple-cycle efficiencies were low and regenerative-cycle 
designs were introduced to obtain higher cycle effi· 
ciencies. 
Needless to say, the jet gas turbine's introduction 
in the early 1960's created a proper share of skepticism 
and raised eyebrows as would be expected in an inno· 
vative concept. Consider the design philosophy of the 
jet engine designer who faces criteria of weight, altitude, 
temperature, and size substantially different from the 
stationary prime mover designer. In this case, the re· 
suiting gas turbine product features lightweight casings 
of annual design, anti-friction (baH and roller type) 
bearings, small auxiliary modules, and minimum frontal 
areas with corresponding reduced rotor and combustor 
diameters. Power-to-weight ratios and simple-cycle effi­
ciencies were high due to the state-of-the-art component 
efficiencies and the use of high temperature superalloys. 
When introducing this design for industrial service, the 
anti-frication bearing system was the largest unknown 
as bearings of this type had never been utilized in high 
horsepower base-load machinery and design techniques 
were known only to the aircraft industrty. 
Despite the initial differences in design objectives, 
the skills and technologies have moved towards each 
other over the years. Materials and turbine cooling 
techniques evolving from aircraft developments have 
flowed to stationary industrial gas turbines. Aircraft­
derivative gas generator components and auxiliaries have 
been improved for increased life and reliability using 
techniques familiar to the heavy-duty machines. As will 
be discussed later, the trend has been set for continued 
blending ·of the best of the two technologies. 
One other interesting observation is the flow of the 
base-load experiences on jet gas turbines back to the 
aircraft designs of the same engine. In the early years, 
it was assumed the vast quantity of aircraft engines in 
service would continually feed durability improvements 
to the industrial units. However, the base-load units 
accumulated time so rapidly that operating hours per 
given engine quickly surpassed that of their aircraft 
counterparts. As a result, as problems arose and recti­
fication schemes were devised for the industrial units, 
these schemes became available to the benefit Qf the 
aircraft engines. 
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DEVELOP:\IENT PROGRAM 
The de\·elopment problems in adapting the aircrait­
deriYative gas generator to the ground level environment 
have been well documented within the technical societies. 
In brief. the ground level air densitv environment created 
two situatio;s in the earlv davs -that required design 
modifications. First, the greate-r air densitv ( compar�d 
to air density at 30.000 feet I created more aerodvnamic 
buffeting than expected in the combustion chambers to 
the point where heavv wear occurred and caused eventual 
breakup of the chamber locating surfaces. Design 
changes were necessarv to improve the clamping and 
fitting of rubbing surfaces, plus the addition of chrome 
carbide flame plating to improve wear resistance. This 
treatment 11·as verv effective and combustion chambers 
are rarely a life-li�iting component today. Second. the 
air density had to be allowed for, in controlling the axial 
loads on the gas generator rotor thrust bearing. To 
prevent an overload on the thrust bearing-, which is a 
ball-type bearing, an air seal is attached to �a compressor 
disk and sized to limit the air pressure acting on the air 
compressor and ensures that the axial load remains with­
in design limits throughout the operating range. As an 
example of the effectiveness of this design scheme, the 
Rolls-Royce Avon gas generator has not experienced a­
mainline bearing failure in over 2 million hours of 
operation in base-load applications. 
Another problem area that became evident after 
several years of experience was the reliability of the 
aviation auxiliary modules, which contain the engine 
driven oil and hydraulic pumps and control systems. 
After accumulating several years of experience, it ap­
peared the basic gas generator liability was being limited 
by the reliability of the auxiliaries-a not too uncommon 
problem in the development of all prime mover machin­
ery. Considerable work has been undertaken to improve 
the integrity of auxiliary drives, pumps, governors, vari­
able guide vanes and bleed valves. In one case, Cooper­
Bessemer and Rolls-Royce jointly developed a program 
to delete the entire aviation auxiliary module and replace 
it with an off-engine system made up of selected indus­
trial-type auxiliaries. The program succeeded in increas­
ing over-all reliability of the jet gas turbine package as 
well as reducing auxiliary system maintenance and 
operating costs. 
MAINTENANCE CONCEPT 
The maintenance concept inherent in the jet turbine 
is worth noting in some detail as it is a factor that sets 
it apart from competitive machines. Similar to aviation 
practice today, industrial users have found the "black 
box" method of maintenance to be attractive and of 
economic value in their system operation. Basically, 
this involves the "changeout" of the gas generator for 
scheduled or unscheduled maintenance, and its replace­
ment with a spare engine--an operation involving three 
to six hours elapsed time. Spare gas generators are 
either owned, leased or exchanged by the user, dependent 
on unit population and plant requirements. 
The gas generator requiring maintenance Is then 
transported to a maintenance base qualified to inspect, 
repair, recondition, and test the model involved. With 
the increasing number of jet gas turbines in service (in 
the order of 1000 units in North America), aviation 
maintenance facilities are tooling up for the increased 
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Figure l. Avon reconditioning record. 
industrial requirements. Presenth· U- maintenance facil­
ities are in operation for industrial work in North 
:\me rica, broken down as follows: Airlines, 2; Manu­
facturers, 7; Independently-owned, 5. 
The user benefits economically in that he does not 
require investment in l) specializ�tion and trainino- of . 0 
mamtenance personnel; 2) parts inventory required for 
the shop repair or reconditioning; and 3) supervision 
and administration required to conduct an "in-house" 
maintenance program. In addition, periods of recondi­
tioning are utilized to incorporate durability modifica­
tions designed to improve engine performance and relia­
bility. This practice is direct from the aviation industry 
and is enthusiastically accepted by the industrial user, 
although the procedure was considered unusual initially. 
In fact, gas generators are continuing to self-improve 
durability-wise as after each reconditioning it is projected 
to achieve a longer life expectancy than its previous 
operating cycle (see Fig. 2). 
From a maintenance cost viewpoint, the increase in 
life expectancy (gas generator reliability) has more than 
offset the increases in material and labor costs. Using 
the Avon as an example (Fig. 3), average costs of 
reconditioning have increased from $30,000 to $45,000 
over a seven-year period, but actual cost/ operating hour 
has decreased due to the longer life expectancy. 
Because of the changeout concept, the overall down­
time of a given jet gas turbine powered unit or plant 
is significantly less than for the conventional gas turbine, 
or any other stationary prime mover. All other types 
of equipment require on-site inspections, repairs, and 
overhauls and the downtime involved can range from 
two days for a routine inspection to 30 days for an over· 
haul. As most base-load applications involve a high 
cost of product wherein outage costs can vary from 
$10,000 to $100,000 per day, the savings gained by brief 
interruptions, as opposed to more lengthy although less 
frequent intervals, become a significant consideration 
in overall plant economics. 
Field experience has also determined that a great 
number of on-site repairs and adjustments can be made 
with the gas generator remaining in the package. These 
operations are akin to field maintenance techniques de­
veloped by the airlines and the military. Field inspection 
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Figure 3. Gas generator reconditioning costs, 1967-1973. 
techniques using horoscopes, vibration and temperature 
analysis, and infrared pyrometry serve to aid in diag­
nosing engine performance. Obviously, any repairs that 
can be made on the gas generator on-site in a timely 
manner will eliminate a time consuming roundtrip to a 
maintenance facility. Examples of such operations in­
clude replacement of inlet guide vanes and first stage 
compressor blades damaged by foreign objects, inspection 
and/ or replacement of fuel nozzles and combustion 
chambers, replacement of auxiliary system modules-all 
operations requiring less than eight hours. 
In one unusual situation, an engine was repaired 
in Western Canada by undertaking a bulk disassembly 
of the unit in a space adjacent to the skid. The super­
vision and special tools were supplied by the gas gen­
erator manufacturer in this case. The gas generator 
was placed on its nose in a fixture and each major assem­
bly (exhaust unit, turbine shaft and rotor, nozzle vanes, 
and combustors) was removed to gain access to a faulty 
bearing supporting an auxiliary driveshaft. Upon re­
placement of the faulty part, all other parts were rein· 
stalled; however, any components could have been 
replaced had it been necessary. The repair work in this 
case required 24 hours, with the total downtime of the 
plant, including removal and reinstallation, amounting to 
just 37 hours. 
Future maintenance techniques, for new generation 
of gas generators, will involve modular replacement of 
assemblies rather than replacement of complete gas gen· 
erators. These new engines are designed for easy mod­
uiar disassembly in the horizontal position and therefore 
the reconditioning exercise can be limited specifically 
to a compressor, combustor, or turbine module. 
In summarv. the a\·iation-derind gas generator. 
often considered too unusuaih- complex mechanicallv, 
has been found to lend itself to normal maintenance tech­
niques and skills consistent \l-ith high performance indus· 
trial machinerv. The economics of how and where the 
recondtioning -\l·ork is performed is determined by the 
user location and the quantitv of !!as generators involved. 
The "black-box'' technique beco�es ;nore compelling as 
the site location becomes geographicallv remote and the 
environment becomes more hostile. The quick changeout 
feature permits maximum '·on-stream" capability com­
pared to conventional equipment. and has established 
unprecedented records for gas turbine availability. 
APPLICATIONS 
The acceptance of the jet gas turbines can best be 
substantiated bv noting the number of manufacturers 
presently engag�d in the various applications. Table 1 
lists the gas generators presently in service in baseload 
applications. 
In addition to the 4-13 units listed engaged in base· 
load applications, approximately 750 units are being 
utilized in marine applications and 1250 units in power 
generation (peaking) applications-a total of 2-H3 units 
for all applications. 
Table 2 indicates application. uses, and geographical 
location of the various prime movers utilizing the gas 
generators listed in Table l. 
Gas transmission represents approximately 80% of 
the b�se-load horsepower installed. Basic reasons for 
selection of jet gas turbines by gas transmission users 
include: 
l. Favorable Installation Cost. The equipment in· 
volved is of a size and weight that it can be packaged and 
tested as a complete unit within the manufacturer's plant. 
Generally, this will include the driven pipeline booster, all 
auxiliaries and control panels specified by the user. With 
the equipment thus matched and then debugged during 
testing, the package can be installed at the jobsite with 
less construction and startup effort than equipment that 
is matched for the first time at the jobsite. 
2. Adaptation to Remote Control. Users strive to 
reduce operating costs by automation of their pipeline 
systems. All new stations today are designed for remote 
unattended operation of the compression equipment. Jet 
gas turbine equipment lends itself to automatic control as 
auxiliary systems are not complex, water cooling is not 
required (cooling by oil-to-air exchanges) , and the start­
ing device (gas expansion motor) requires little energy 
and is reliable. Safety devices and instrumentation adapt 
readily for purposes of remote control and monitoring 
the performance of the equipment. 
3. Maintenance Concept. The off-site maintenance 
plan fits in well with these systems where minimum oper· 
ating personnel and unattended stations are the objective. 
Techniicans conduct minor running adjustments and per­
form instrument calibrations. Otherwise, the jet has 
turbine runs without inspection until monitoring equip· 
ment indicates distress or sudden performance change. 
Trend analysis equipment is being developed and installed 
and will serve to automatically ,can instrumentation and 
to print out appropriate maintenance instructions and 
schedules. (see Figures 4 and 5) 
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T.-\BLE 1. D.-\T.-\ ON G.-\S GEXERATORS-BASE LOAD APPLICATIONS 
Base Load Applications 
ISO Rating-, Thermal Power Turbine and No. Hours 
:\Ianufacturer :Model SHP Efficiency- �'c Packaging Supplier Sold Operation 
.-\ vco-Lycoming TF25 2,250 :2:2 A 4 28,900 
.-\llison 501 K-13!16 4,000 27 DE !I 79 740,000 
Cooper-Bessemer I RCT -301 Proteus 3,800 24 c 5 3,700 
Rolls-Ro�;ce 
General Electric LM100 1,150 21 I 13 375,000 
LM350 3,500 21 I 4 25,000 
LM1500 15,500 26 De/I!Dr 34 551,000 
LM2500 23,000 34 C!I 8 95,500 
Orenda OTF-370/390 8,900 22 0 25 540,000 
Rolls-Royce Avon 75/76 15,500 26 C!DrtG!I 152 2,400,000 
Avon 101 18,200 28 Cti 10 70,100 
Avon 121 20,000 29 c 1 (1974 install) 
RB-211 26,000 34 c 1 (1974 install) 
Pratt & Whitney Aircraft GG12A 3,100 20 c 17 650,000 
C/Dr/I 31 1,715,000 GG3C 14,400 26 
GG4A 20,000 25 C!T!W 28 610,000 
GG4C 35,000 30 u 1 ( 1973 Install) 
Totals 413 7,804,200 
CODE: Power Turbine and/or Packaging Supplier (Prime Contractor) 
A A vco Lycoming 
C Cooper Industries, Inc., Cooper-Bessemer Company 
De DeLaval Turbine, Inc.-Deltex Division 
Dr Dresser Industries-Gas Turbine Division 
G GEC--English Electric 
I Ingersoll-Rand Company, Turbo Products Division 
0 Orenda, Ltd. 
T Turbo Power and Marine Systems 
U United Aircraft of Canada 
W Worthington Turbine International/Turbodyne Corporation 
TABLE 2. JET GAS TURBINES IN 
BASE-LOAD APPLICATIONS 
Oil transmission has the same general characteristics 
as the gas transmission applications noted above. A fu­
ture installat ion of jet gas turbines involves the p roposed 
800 mile oil pipeline  across Alaska. An interesting  de­
s ign feature of the prime mover package ( 13,500 SHP 
rati n g) is that space and weigh t  envelopes permit i t  to 
Application 
Gas Transmission 
Gas Reinjection 
(Gas Conservation 
and Secondary 
Oil Recovery) 
Driven Equipment 
Centrifugal 
Pipeline Boosters 
Natural Gas 
Centrifugal (Multi­
stage) Compressors 
Ammonia Production Synthesis Gas 
Centrifugal (Multi­
stage) Compressors 
Centrifugal 
Air Compressor 
Helium Production Centrifugal 
Power Generation, 
On-Site for 
Process Plant 
Oil Transmission 
Water Flood 
(Secondary 
Oil Recovery) 
Gas Regeneration 
Compressor 
Electric Generator 
Centrifugal 
Oil Pumps· 
Water Injection 
Pumps 
None-Exhaust 
gas ducted to 
catalyst 
regenerator 
Locations 
U.S.A. 
Canada 
Netherlands 
West Germany 
United Kingdom 
Canada 
Venezuela 
Algeria 
Libya 
Australia 
Qatar 
U.S.A. 
U.S.A. 
United Kingdom 
Libya 
Qatar 
Venezuela 
Alaska (future) 
Venezuela 
Libya 
U.S.A. 
Figure 4. SHP jet gas turbine driving pipeline booster in 
Netherlands gas transmission station. Acoustical panels 
reduce sound levels within compressor building. 
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Figure 5. 20,000 SHP unit in gas transmiss ion service. 
Gas generator is a derivative of CF-6 aircraft engine. 
be air-l ifted by Lockheed Hercules, if logistics requi re 
th is  mode of transportation tsee Fig. 8) 
Gas reinjection (including gas lift) and water flood 
applications are characterized by their geographically re­
mote locations at sites of large oil field d isc overies .  The 
plan ts are normally designed for local operation as the 
compression process is not system in tegrated as i n  a lon g  
distance  pipeline. The jet gas turbine  main tenance c on ­
cept i s  attractive in that minimum maintenan c e  personnel  
and minimum inventory requirements blend well wi th the 
isolated plant sites. In  the case of gas lift p lan ts in  
Venezuela, compression units are sin gly located on off­
shore platforms (with no quarters for personn el) and 
crew b oats provide the only method of transportation .  
(see Figu re 6) 
Ammonia production, helium production. and on­
s ite power generation have similar requiremen ts.  I n  p ar­
ticular, the value of the process product is very high and 
"on-stream" availability i s  paramount. In about all cases, 
the  gas turbine  exhaust gas h eat con tent is ducted to a 
"waste h eat" exchanger where the exhaust energy is con­
verted to a useful  process requirement-to generate steam 
Figure 6. 12,500 SHP jet gas turbine driving compressors 
in gas lift service on Lake Maracaibo. 
Figure 7. Ammonia production plant in Australia with 
16,000 SHP unit driving three synthesis gas compressors 
L to R: Air filter and inlet system, gas turb ine inside 
acoustic cab, control panels inside masonry s tructure. 
In background is waste heat b o iler generating steam from 
gas turb ine exhaust energy. 
or heat process oil as examples. As a result ,  the gas 
turbine is credited wi th the  p rocess cycle efficiency in­
crease and can become a key econ omic factor in the 
choice of equipment. ( see Fig. 7) 
Gas regeneration is an application wherein no me­
chanical h orsepower is developed. The gas generator 
exhaust  gas is ducted d irectly to a regenator wherein the 
heat energy is  added to a catalyst bed for the production 
of butadiene. 
There are several in terest ing subjects worth noting 
that are receiving con siderable attention and which are 
common to all base-load applications  today. 
Air Handling-Installations today are extremely di­
verse; from arctic to desert to off-shore platforms. Each 
is unique with respect to techniques to handle the air to  
prevent erosion or corrosion to the front-end b lading of 
a gas turbin e  axial compressor. Air fil tration and inlet 
Figure 8. 13,500 SHP Prime Mover for Oil Transmission 
service fully assembled for factory testing. Unit is mod­
ularized for air transport to Arctic station sites, if logis· 
tics require. 
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·''stems are Lein!! ··cu�tomized"' increasin gly to ii t a 
particular en1·ironmental. rather than the general-purpose 
'le�i�n� of the past. 
In the ''inter climate installa tion�. where  near-fi·eez­
ing: conditions are prnalent .  methods had to be de1·e loped 
I" preHnt the formation of ice  in inlet svstems to a\·oid 
the po�sibilit1· of ice ingestion. 'i\ner e  envi ronmental 
pollutants cause periormance deterioration to an axia l  
··nmpres�or. 1·arious differen t cleaning techniques have 
heen developed and evaluated to restore performance with 
the unit remaini ng in operation .  
\"oise-Like all equ ipment and machinerv todav, the 
jet gas turbine must be a good neighbor. To the surprise 
of the  uninitiated. these units are relativelv easv to silence 
1 1  ith the use of external inlet and exhau'st silencers and 
acous tica l  enclosures. There are manv examples where 
the overall noise le1·el of gas turbine equipment has been 
reduced to meet residential cr i teria. In addition to the 
;!ilS turbine i tself, attention must be given to radiator 
and 1·entilation fans. air  fil ter blowers, and auxiliary 
pumps when designing for very low ambien t  n oise instai­
la tions .  As the tradeoff to noise reduction i s  increased 
<'<)�t and construction effort plus higher p ressure drop 
1 dec rease in available SHPl, the user  should select a 
clesi!!n cr iteria consistent  with local ambien t conditions 
or r�gulations to avoid over-complex designs .  
,-lppearance-Increasin g  emphasis p laced  on  plant 
design i s  the requiremen t for a pleasin g  appearance.  
Package suppli ers frequen tly provide the filters ,  silencers ,  
:md enclosures for jet gas  turbine equi pmen t so a variety 
of materials, colors, and con figurations have  emerged to 
meet the individual requirements .  
FUTt.;RE TRENDS 
0 bserving the performance and experience record 
.1ccumulated in the past  ten years, the jet gas turbine 
industrv is more optimistic than ever in i t s  ability to meet 
market requirements of all varieties. As the aviation­
der ived !!as !:!;enerator continues to serv e  the b ase-load 
app l i cati�ns, the models involved will contin ue to improve 
durabi lity-wise. The high-time unit j us t  achieved 33,558 
hours I -1. years of operation) without requiring recon­
di tioning. The ultimate lifespan is unknown at this point  
and on ly further operating experience will resolve the 
question. New models are bein g  introduced, the most  
sign i ficant  of  which are the new generation of engines 
for heavy transport aircraft. These engines  feature fuel · 
s avin gs of 30'/c over previous designs,  due  to high tem­
perature/pressure cycle designs and improvemen t  in m a­
ter ia ls  and material cooling  techniques. The LM2500 
gas generator, a derivative of the CF6 and TF39 aircraft 
engines,  has been in gas transmission service for nearly 
three  vears .  The first industrialized RB-211 w il l  be  
placed. in to  ::ras transmission service  in  October, 1974. 
The ]T9, CF6-50, Olympus 593, Spey, and M-45 aircraft 
en::rines are similar state-of-the-art engines  and are ex­
pected to be in troduced to industrial applica ti ons  in the 
future. 
Certa in  models of gas !!enerators.  ilavin!! entrenched 
themselves in  ground-b �asecl service. are no\v spawning 
1·arian ts which 11·ill never see a1·iation service. The Avon 
76. as an example. has spun off the :hon 10 1 I maxi­
Avon 1 11·hich raises the SHP b1· 18'/c and lowers the fuel 
rate bv 7�i. The u prat ing is. accomplished throu gh the 
introduction oi a higher temperature cycle plus air­
cooled first stage turbine  blades. Another spin-off. the 
Avon 1 2 1  I maxi maxi-Avon 1 1vill be introduced shortlv 
which wi l l  raise the Avon 101 power level by 10% and 
the fuel rate by 3 <;{. 
The Pratt and Whitnev GG-l.A has spawned the GG.J.C 
which features an addition al axi al compressor stage plus 
turbine-end modifications  to perm i t  h igher temperature 
cvcles. These variants were  developed and j ustified on 
industrial forecast only and will remain unique to ground­
based applications .  
Another trend becomin g  evi dent  is  the pooling of 
indus trial  and aircraft technologies in the developmen t 
of future gas generators. Several companies have formed 
joint ventures or cross-l icense arrangement to exploit 
this opportunity for future industrial activity. 
Future industrial gas generators will continue to 
u ti l ize the advanced metal  technology, component design, 
and manufacturing techn iques as it becomes available 
from the aviation industry. As a result, more efficient 
simple cycle designs will becom e  available that are com­
petitive with presen t regenerative  cycle gas turbines. 
Throughout these new developments,  it is expected that 
gas generators will contin ue as separable compact assem­
blies in order tha t  the quick chan geout maintenance tech ­
n ique will be  retained.  
SUMMARY 
The j et gas turbin e  has established itself as a viable 
and competitive product in the marketplace. The tech ­
nology and practices evolved with in the aircraft industry 
have had a maj or impact in the successful development 
and application of this product  as a reliable industrial 
prime mover.  In particular, the  main tenance concept has 
proved to be of econom ic benefit to the base-load indus­
trial user. 
Future opportunities are optimistic in that improved 
and more efficient designs w il l  become available which 
will  combine the best of skills and technologies from 
both aircraft and industrial resources.  
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The GT-40 two-shaft industr ial turbine is a direct 
off-spring  of the T-56 Turbo Prop s in gle  shaft engine .  
This  widely used aircraft power plant  i s  i l lustrated in  
Fig .  l. 
As an aircraft power system, the T-56 consists of 
the turbine i tself, a torque meter, gearbox and impeller. 
This assembly has a takeoff rating  at 60°F and sea level, 
of 5150 mechanical horsepower plus 800 p ounds of j et 
thru st. As an ai rcraft engine, it is ,  of course, designed 
for \vide versati l ity in  terms of ambi ent  p ressure and 
temperature extremes from Arctic to Desert  cl imates.  
The T-56 has a 14-stage compressor desigend for 
32 lbs/sec of air at sea level and 60°F inlet and with a 
pressure ratio of 8.5:1. To main tain compressor stability 
at s tartup,  bleeds are provided at the 5th and lOth stages. 
These are to be noted since they are s ignificant for the 
c onversion to  an industr ial turbine, as w i ll be d iscussed 
later. 
Six ( 6) cannular combustion chambers are p r ovided 
and these are designed for operati n g  turbine inlet tern· 
peratures u p  to l970°F during  take-off. 
An interesting feature of this engine is the use  of 
direct  reading thermocouples at the combustor outlet, as 
Figure 1.  Model T56-A-15 Turboprop Engine . Appli­
cation C-130. 
20 
compared to the more common practice  of relating re­
duced temperatures measu red further along in  the ex­
pansion cycle. There are thirty-two 132) thermocouple 
elements arranged in groups  of two (2), the output of 
which is avera!!ed to !rive the engine tu rbine inlet tem-
perature ITIT)� 
� � 
The four ( ..J.) turbine stages of the aircraft engine 
are a single assembly, the power from which is transmit­
led forward. That n ot used for the compressor section 
is available for mechanical w ork at the front  end through 
the torque tube system. The assemblY of the turbine 
section is hel d  together by  through-bolts but  torque is  
transmitted through curvic couplin g  interfaces. 
This en gine  was one of the first to employ internally 
cooled blades. Both the firs t  stage nozzle and the first 
rotating stage h ave this feature. The construction of 
these elements are shown in Figs. 2 and 3. 
In the aircraft engine, roller bearings a;e provided 
to support the turbine elemen t on each end. 
At the inlet end of the c ompressor section, four ( 4) 
pads are provided for shaft d riven auxiliaries. These are 
gear driven from the shaft thr ou gh the struts in the inlet 
h ousing. 
COOLING 
AIR OUT 
Figure 2. Vane Cooling Schematic. 
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Figure 3 .  A ir-Cooled Turbin e Blade. 
The T-56 engine completed initial tests and wen t in to 
production in 1956. Since then, more than 1 0.000 uni ts 
have been built by Detroit Diesel Allison ,  Division of 
General Motors ( DDAD l . These power such craft as the 
Lockeed Electra, Hercules and PB-3 shown in Fig. 4-. 
By 1963, this engine  had demonstrated high reli­
abi l itv as an aircraft  propulsion unit and the manufac­
turer  decided to offer it for industrial service. I t  was. 
therefore, in troduced i n t o  gas pipeline and electric gen � 
era tor applications in the original  single shaf t  version . 
Chan ges at that time were l imited to removal of the air-
Figure 4. T-56 Applications. 
c ra f t  a u x i l i arv  , · o m p o n e n ts .  add i t i o n  u f  an i ndus tr ia l 
:c: o \· e rn o r  .mel den :' l opmen t o f  a :.: a s  iuel  ' "· s t em t o  replace  
t h e  a i rcr a r t  l i q u id f u e l  � \  :' tenL l n  t h e s e  a p pl ica t ions .  the 
c·n !.>: i n e  ,- , · r t l i n ued l o  d ri \ ·e  t h r o u :.:i t  the to rque meter .  p r o ·  
\ · id in g i t o  p o w e r  to i n d us t r i a l  m achiner�· instead o f  the 
p ropel ler . 
I n gersoll -Rand. as a manufac turer of compressors 
and pumps.  has been emplo v i n g  a i rcraft  derivati\·e tur­
b i n es t o  d r ive their products in  industrial service for a 
number o f  years.  I n  llJ/0. thev sought a 4000 ISO 
horsepo11 ·er industrial prime move-r. andv made a compre­
h ensive review of the aircraft engines available that  might 
be emploved.  The T-56 had established the outstanding  
record o f  operating i n  industr ia l  service  in  excess of 
:)0.000 h o u rs wi thout overhaul .  and thereby appeared to 
be h ighlv qualified for the purpose intended. I t  suffered 
from one handicap however-the fact that it was a single 
shaft en gine. Th is l imited its usefulness in two ( 2 )  ways : 
l .  Speed \ ariation was onh· 12 /L 
2. .-\s a s inde shaft  engine .  i t  could not be  used 
for  a pp l ic ations ;uch as l i q�id p u m ps th at req uire a 
h igh s tar t ing torque capabi l i tY. � l anv of the potential  
uses f o r  a driver i n  this  size r a n ge a re in  l iquid pump· 
ing, such as oil  pipelines .  A detai led study of the T-56 
revealed that bv fortunate coincidence the thermody­
n amics o f  the r;ower secion of the turbine split almo.s t 
per fec th· between the 2 n d  a n d  ::l r d  turbine  s tages. I n  
other 11·ords, the power  o f  the f i rst  t w o  stages was ade­
quate for  driving the compressor sec t ion and the power 
of the 3rd and 4th stages was available as mechanical 
shaft output. D DAD was ,  therefore, approached for a 
program of modifyin g  the engine, and agreement was 
reached between the two companies in Jun e  of 1970 to 
proceed with a j oint development .  The resultant engine 
is shown in Fig. 5. As will be noted,  it appears remark­
ably l ike the ori ginal  T -56. The same compressor, com­
b ustors and turbine  rotor elements are used in both. 
I n  fact .  in the critical  aero-dm amic cascade the only 
changes are: ( a . )  A two-degree alteration of the 3rd stage 
vane angle ; and ( b . )  An increase in the stage spacing 
between the 2nd and 3rd turbine stages of less than lJ:! " .  
The power turbin e  takes the  3rd and 4th turbine 
wheels from the T-56 and moun ts them in an overhung 
con figuration from a separate shaft. The wheels ar� 
j oined b y  through-bolts as before. and torque i s  carried 
through curvic connections. This required the addition 
of a cun·ic element on the back of the last turbine wheel 
and removal of the same element from the 2nd and 3rd 
stage interface. The w heel assemblies and the stator 
elements continue to be  made by DDAD to m inimize 
hardware change and to take advan tage of quantity pro­
duction. 
The power turbin e  rotor is mounted on two ( 2) 
tilting shoe r adial bearings in a conventional manner ,  
and a Kingsbury thrust is  provided. 
Outboard of the thrust bearin g, a gear system is 
built in for drivin g  auxiliar ies. These consis t  of lube 
oil, compressor seal oil and hydraulic service gear pumps. 
The gas generator now referred to as the 501-K16 
is b olted by external flanges to the power turbine.  Trun- · 
n ions on the power turbine  casing prov ide the m ain sup­
port for the turbine through a mounting pedestal as 
illustrated in Fig. 6. Further support is provided above 
the gas generator center of gravitv b y  a flexible hanger,  
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Figure 5. GT--f.O Gas Turbine .  
its purpose bein g to  carry weight only and allow com­
plete freedom of movemen t. Wi thin the power tu rbine. 
the bearing assembly a t  the hot end is supported from 
the casing by a system of s truts attached tangentially to 
the bearing casing. The rear  bearing is essentially sup­
ported by a flexible plate mounted under the avxil iary 
�ear casin !r. The turbine diffuser and exhaust  collect or 
�re suppo;ted by s truts from the in ter-bearin � housin g  
i n  t h e  se�tion su rroundin g the thrus t  bearin g. 
Because the output drive is now taken from the left 
end of the turb ine  rather than from the front. the me­
chanical ou tput  th rough the gas generator nose has been 
removed. This s imply meant leaving off the torqu e  tube 
and addin g a small  nose cone  to cover the openin�. 
A s tarter drive was needed since the a ircraft en�ine  
starter had been mounted on  the propeller gearbox. As 
men tioned earlier, the engine  h as four ( -l- 1  pads at the 
compressor inlet for shaft driven auxiliaries .  For the 
GT--1-0, one of these was used to mount a starter gearbox 
developed for the purpose.  This  box provides a 1: 1 
ratio to a vane type starter. On the forward face, the 
gearbox carries an electrical  speed pickup for control 
purposes.  Again, existing hardware was employed to 
provide the drive from the shaft outward to the starter 
:;ear box. 
The bleed connections at the 5th and lOth s tages 
consist of four ( 4) equally spaced ports for each. I n  
aircraft service, these are operated full open or full  closed 
durin g the acceleration cycle. This system, h owever, was  
no� suitable for an industrial  prime mover with a w ide 
power and speed range. With only full open or full 
closed positions, a void band existed in the power plot. 
The answer lay in modulating  the opening of these valves 
in order to eliminate this gap .  Fig. 7 shows the 50l ­
K16A gas generator as bui l t. As w ill  be seen, the bleed 
ports are manifolded to a s ingle modulating valve for 
each o f  the two ( 2 1  s tages at which bleed takes place. 
The modulating valves are scheduled as a function of 
RPM and compressor inlet temperature. The ran ge of 
full op�n to full  close is approximately 900 RPM as 
illustrated in Fig. 8.  The full gas generator operating 
s peed range is  from 1 0,000 to l -1-,500 RPM correspon d­
i n g  to a 1000 to 1-J.,SOO RPM range for the power 
turbine .  
The gas  generator lube system, combustors and 
thermocouples remain unchanged from the T-56. The 
gas generator turbine blading is unaltered from the T-56 
and the on ly s ign ifican t change in this area is in the 
wheel moun ting system. 
Previously, the gas generator turbine  had bearing� 
on both sides of the wheels. The gas generator turbine 
stages are n ow overhung using the same through-bolting  
and curvic connections as before. The only m aj or modi­
fication, therefore, was in  the # 3 bearing. I n  the single 
shaft engine,  this is  a 60mm roller beari n g  with a ring  
spring  for vibration suppression between the bearing 
support and the bearing retainer. The rin g  has twelve 
( 12 ) lands on the 0.0.  and twelve ( 12) alternately 
l oc ated lands on the I .D. The 0.054 inch thick rin g  
between lands provide the dampen ing  property. 
When the engine w as modified to the two-shaft 
version, it was necessary to enlarge the shaft in  this 
�ection to carry the turbin e  wheels in the canti levered 
arrangement. The bearing diameter was,  therefore, in­
creased to lOOmm. The design was otherwise retained 
inc ludin g  the mounting system and the hardware was 
obtained from the same source as before. Operation 
has demonstrated this alteration to be fully satisfactory. 
Obviously, a basic premise of this program has been 
to mini mize alteration from the aircraft engine  to take 
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Figure 7. 50J .K1 6 Gas Generator. 
advantage of quantity production but  even more com­
pelling reason was to receive the benefit of the total expe· 
rience of the T.56. On 1 0,000 units mon itored over a 
period of 1 7  years, this experience is considerable and 
places the engine far down on its learnin g  curve. There· 
fore, all elements of the basic a ircraft turbine usefu l  in 
industrial applications have been kept the same wherever 
practical,  includin g  metal lurgy . One important  area is 
the knowledge gained from Naval programs on handling 
sal t  air corrosion ( sulphid ation ) .  This i s  particularly 
valuable for the man y  offshore platform applications 
to which the industrial engin e  w ill be applied. This 
engine was the first to pass  a 3000 hour Naval Endurance 
Test  in !!estin!!  sal t.laden air. From that extensive test­
ing program,� curren t  practice of INC0-738 blading  and 
X--W vanes with Alpak coating was developed for units 
destined for use in marine environments.  
Conversely, it is interestin g that the aircraft engines 
h ave benefited from the industrial program because of 
the accelerated calendar time from which they accumu­
late long hours of operation. 
The first 501 gas generator w as delivered in the 
summer of 1971 follow in g  p rototYpe testing by the manu-
facturer  for performance and mechan ical integrity. These 
tests were conducted under load a!!ainst calibrated n oz·  
zles. This  practice continues to be
L 
followed for produc­
tion units. The completely assembled GT-40 then under· 
went a test p rogram at 1 -R loaded by a shop w ater brake. 
Approximately 300 hours were accumulated before ship­
ment of the first unit in late 1971 .  These tests closely 
conf irmed predictions on the unit output, which w ou ld 
be  expected since the aero·dynamic components were of 
known characteristics. The characteristic of the engine 
is shown in Fig. <) for ISO conditions at sea level and 
60° F. As w il l  be noted, this turbine has an unusu ally 
b road range of speed at maximum power. The rating 
i s  based upon a T. I .T. of l800°F. This is a deration 
of 1 7 0°F from aircraft take·off levels and with the bene­
fits of intern ally cooled blades results in an average metal 
temperature in the first stage of approximately  1 5l0-
1 520 0 F, which is  within the creep limits and stress rup­
ture parameters for the metals used for a targeted l ife in 
excess of 1 00,000 hours. 
During the shop prototype test. only minor modifi . 
cation s  were found necessary . These included some 
alteration of  the flexible support and pipin g on the 
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Figure 8.  501-K16A En gin e-rl ccele ra tion" Bleed System A ctuat ing Range.  
coupling end of the power turbine, an alteration o f  the 
meth o d  o f  mounting the auxiliary gear pinion on the 
power turbine shaft ,  and a c h an ge in  the support  o f  the 
bleed duct leading from the modulati n g  \ ·alves t o  the 
turbine  e:-chaust .  
The f irst  uni t  was p laced in  industrial service in  
February o f  1912 by Cities  Service as a gas p i pel ine 
c ompressor driver. To d a te ,  this  en gine has  accumu­
lated o ver 12 .000 hours .  S ubsequen tly, n ineteen ( 1 9 \  
units  were made operable o n  Oasis Pipeline i n  the fall  
o f  1912 .  
Experience w i th the  turbine to d a t e  has b e e n  h i ghly 
grat i fying.  No problems h ave been uncovered in the 
desi gn of the gas generator  portion.  I n  the power  
turbine  section.  the basic sys tem has likewise p ro\·en 
sound.  The one area that h as required correction has 
been in  the auxiliarY gearbox.  Several fai lures were 
experienced i n  this section .  These were  fatigue failures 
of the gear  teeth particularly between the idler and t h e  
pump pinion f o r  the s e a l  oil  p u m p .  S imultaneously,  
there were several r u ptures o f  flexible oi l  l ines connect­
i n g  these shaft  driven pumps t o  the system. 
These difficulties p roved to be caused by p u lsations 
originati n g  in  the gear type oil  pumps that were trans­
mitted to the gears b y  splined couplings o f  l imited flexi­
b ility used in the original  design .  The si tuation h as 
been corrected b y  s ofteni n g  the system through replace­
men t of the coupling with more flexible types and intro­
duction of more flexible h osing on the oi l  l ines.  As 
insurance. the gear faces were widened by 5/16 ins. to 
reduce t o o th loading. 
A turbine by i tself remains an academic curiosity 
unless supporte d  bv a broad des ign effort  t o  apply i t  in  
a useful  manner .  This  involves a carefully en gineered 
program of comprehensive packagi n g  with d riven equip­
men t, and a discussion of this  turbine developmen t pre­
sen ts only a partial  picture w i thout  a few w o rds about  
th is  support ing effort .  Fi g. 6 sh ows  the general con fig­
urat ion adopted for  the GT--lO. 
The change from the fron t drive o f  the s i n gl e  shaft  
turbine t o  an aft drive and the location of  the auxiliary 
gear at  the coupling end o f  the turbine has permitted 
location of  the inlet filter-silencer on the bedplate and a 
straight flow path into the  turbine bellmouth.  The stan­
dard fil ter configurati o n  has been desi gned to accept 
either inertiaL replaceable media,  or  mist  elimin ator fil­
ter ing  elemen ts.  Wi thin this configuration,  various de­
grees o f  silencing are available dependi n g  upon the re­
quiremen ts o f  the j obsi te .  The in let sys tem can also be 
equipped w i th evapora tive cool ing for applications wi th 
a dependable low dry bulb temperature. For such ap­
plications,  a power increase o f  15 7c o r  more is  possible.  
The units c an be furnished \l· i th sound enclosures 
around the turbine or without .  The same applies for 
enclosures around the driven apparatus. 
The lubrication system is  common for the gas gen­
erator,  the power turbine and the driven equipment. A 
reservoir  i s  bui l t  into the baseplate and oi l  filters and 
o ther equipmen t are i ncluded within the section adj acent 
to the control panel. Because this is an aircraft deriva­
tive turbine, svnthetic lubricants meetin g  EMS-53 are 
employed. 
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Figure 9. GT-4/J Gas Turbine. ISO Performance (60°F at Sea Level) . TIT = 1 800°F. 
Exhaust silencing can be provided to meet various 
noise requirements as specified. The package configura· 
tion includes a support structure for the exhaust when 
needed. 
Controls are furnished for c omplete automatic oper· 
ation.  These can be mounted on the b aseplate in explo­
sion-proof housings or they can be mounted o ff the base· 
plate, if preferred. In any event, the b aseplate i s  fully 
wired, and for the remotely located panels all leads are 
brought to an explosion proof terminal box on one end. 
Because of the variety of fuel requirements encoun­
tered, gas, liquid and automatic dual fuel systems h ave 
been developed. 
A high degree of factory packaging also requires 
a c apability for full factory testing since the principle 
function is one of minimizing field labor and field 
correction of  flaws. Each unit, therefore, is shop tested 
along with i ts own driven device-pump or compressor. 
In a program of this type, i t  is sometimes possible to 
use existing pumps and compressors from the manufac­
turer's prior designs. To obtain maximum benefit, how­
ever, new driven machines are also needed. f; g, 10 
illustrates a pipeline compressor developed for direct con­
nection to this high speed turbine. This compressor is 
intended for gas volumes and ratios commonly encoun­
tered in Gas Transmission and can accept from one ( l )  
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Figure 1 0 .  CDP-41 6 Compressor  Assem bly. 
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Figure 11 .  Cen tregal Compressor.  
to  four 1 -t I s tages o f  compression in series o r  two s tages 
in parallel a t  h igher volumes. 
Of  par ticular in teres t i s  the h igh compression ratio 
cen trifugal w i th the trade name · 'CENTREGAL" design­
ed to  make the turbine useful  i n  ran ges, heretofore, large­
l y  l imi ted to reciprocating  machinery.  This  unusual 
machine i s  i l lus trated in Fizs.  1 1  and 12.  I t  consists of 
three ( 3 l multi -s tage cent:-ifu gal compresso r  casings 
moun ted in a s ingle bundle and directly connected to the 
turbine b\- a buil t - in speed increasi n g  gear.  This machine 
Figure 1 2. 
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Centregal Com pressor  Flow Schematic. 
Fi�ure 1 3. New 250-passen ger Hydrofo il Designed by 
B o
�
e irz g Com pany. 
wi l l  h andle flows of 3000 I CFM or less a t  compression 
ra tios  up to 25-30 : 1 .  With the very small f lows encoun­
tered,  particularly toward the top of the compression 
cycle, h igher  than normal speeds are required for  the 
best  aerodynamics. The n umber l rotor in the case oper­
a tes a t  20,000 RPM and the 2nd and 3rd elements run a t  
30,000. RPl\'1 . The  par ticular v ir tues of  th i s  compressor 
are  h igh efficiency combined with the eliminat ion of 
couplings between mult iple casings s trung out in a l ine .  
I ntercoolinz, of course, is required between casinzs on 
high ratio �applications and this i s  done external t'o the 
compressor. A total o f  thir teen t l 3 )  impellers c an be 
ins talled o r  a lesser number if less than m aximum ratio 
is needed. 
A novel feature of this compressor  i s  the introduction 
o f  d ry face seals in place of  conven tional o i l  seals gen­
erally used in high pressure gas compressors.  The dry 
seal el iminates the complexities of the seal o i l  system. 
Ano ther interes t ing use for  this turbine has been to 
r -
d rive small  ships. Fig. 1 3  i l lustrates the new, 250 pas- ( 
senger hydrofoi l  des ign ed by the Boeing C ompany. Pro-
pulsion o f  the ship wil l  b e  provided by two ( 2 )  of  these 
turbines driving water j et pumps. 
Two shaft turbines of  this size h ave manv uses 
throughout  the world including gas pipelines,  oii  pipe­
l ines,  gas and oi l  production platforms, LNG plants and 
other processes. In less than two ( 2 )  years 100 of these 
uni ts have been sold for such applications and increasing 
useage is  an ticipated, particularly in r apidly expanding 
remote areas o f  the world where pre-engi neered, p ackag­
ed c ompressors and pumps are needed to combat the 
energy crunch. 
